
1L

TECHNICAL DATA SHEET

PRODUCT DESCRIPTION 
Prepared powder, to be diluted with water (1/3). Extremely suitable 
for repairing larger cracks and holes in all types of wood, furniture, 
parquet �oor and all woodwork. The product is nearly odourless 
and because of its composition, to be used in a modern and eco-
logically way. Not in�amable, not toxic. Shelf life after production: 
3 up to 4 days in closed packing. Dries without shrinking. Can be 
mixed with Aquacolor Ciranova® instead of water to obtain the 
right wood colour.

TECHNNICAL DATA 
This product contains animal glue.

PREPARATION
Sand the to be treated surface well. Remove loose pieces. Make 
dust-free.

USER TIPS
Dilute the powder with water. Proportion: 1 part of water on 3 
parts of powder. Mix well and wait approximately 15 minutes for a 
good result. Apply in one time up to 3 cm thick.

DRYING TIMES
Depending on the size of the repair and the air humidity: 1 up to 
8 hours.

AFTER TREATMENT
Sand the surface and �nish with a Ciranova �nishing product.

PRODUCT INFORMATION
Available colour: colourless. Durability: in closed packing, not 
produced, unlimitedly non-perishables. Durability: in closed 
packing, after production with water, 3 up to 4 days. Important: 
well respect the proportion for dosing, always sti�en. This product 
is biodegradable and does not fall under a dangerous good 
class.

SPECIAL QUALITIES 
This product is totally not dangerous, biodegradable, not in�am-
mable and not toxic.

Produced by Debal Coatings nv
Industrieweg 29 - 8800 Beveren-Roeselare

Belgium
tel. +32 (0) 51 30 11 40
fax +32 (0) 51 31 26 48
ciranova@ciranova.be

As with all wood � nishing always do a test area � rst to 
safeguard against an undesirable outcome. This tech-
nical data sheet is merely a guide and not a guarantee. 
All products are formulated to the best of our know-
ledge. The information is given as a result of many years 
experience. This product has had extensive tests carried 
out.

Wood �ller
water based




